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same ventilation.
Check with Perpend supplier and achieve at least 500mm2 per
meter run. Usually spaced at a max of 1200mm c/cs

Ensure cavities are clear of mortar droppings.

Required at the base of the wall, min 75mm below timber sole
plate and under dpc level. See detail 603/08

Perpend weeps required above lintels, trays & cavity barriers.
Minimum 2 above window / door lintels max 900mm c/cs

Steel lintel & cavity tray detail

Open Perpends at maximum 1200mm c/cs tbc.

Perpends weeps 900mm c/cs

Perpends weeps 900mm c/cs

Capping to specialist details - colour Anthracite Grey Ral: 7016

Window / door
frame colour:
Anthracite Grey
Ral: 7016

Buff stone coursing omitted for clarity of details Derbyshire Stone Masonry, Quoins, headers and sills  - Colour Buff

Obscure
Glass
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2. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
DRAWINGS AND SPECIFICATIONS.

3. ALL DIMENSIONS IN MILLIMETRES UNLESS NOTED OTHERWISE.
ALL LEVELS A.O.D AND IN METRES UNLESS NOTED OTHERWISE

4. ALL DETAILS AND DIMENSIONS ARE TO BE CONFIRMED ON SITE
PRIOR TO WORK COMMENCING OR ORDERING OF MATERIALS.

5. ANY DISCREPANCIES NOTED ON SITE ARE TO BE REPORTED TO

THE ENGINEER IMMEDIATELY.
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Party Wall Fire Rated cavity closers - Refer to
Oakworth Dwg: OH2413_CB-01

Openings Fire Rated cavity closers - Refer to
Oakworth Dwg: OH2413_CB-01

Openings Fire Rated cavity closer's
Masonry construction
MDL FIREZERO Multi Sock 2024/076-90
Check cavity size on site

CAVITY VENTILATION

Open Perpend spacing to timber frame & perpend
manufacturers recommendations. Not all Perends provide the
same ventilation.
Check with Perpend supplier and achieve at least 500mm2 per
meter run. Usually spaced at a max of 1200mm c/cs

Ensure cavities are clear of mortar droppings.

Required at the base of the wall, min 75mm below timber sole
plate and under dpc level. See detail 603/08

Perpend weeps required above lintels, trays & cavity barriers.
Minimum 2 above window / door lintels max 900mm c/cs

Steel lintel & cavity tray detail

Open Perpends at maximum 1200mm c/cs tbc.

Capping to specialist details - colour Anthracite gray Ral: 7016

Derbyshire Stone Masonry - Colour Buff

Open Perpends at maximum 1200mm c/cs tbc.

Stairs, flashings, railings
etc. to separate details



12 Risers @ 225mm
11 Goings @ 250mm
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